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A, all say


The DDSY483 type list mutually prepay the fee electronics type electric power form, adoption most forerunner of appropriation integrated circuit design, the full-automatic surface stick to pack(SMT) production craft manufacturing.The circuit of the electric power form design and dollar spare part choice with the bigger environment grant bad is basis, can assurance the whole machine long-term stability work, Gao accuracy, Gao Guo4 Zai3 Xiang4, low achievement consume, credibility function Gao.The adoption match international standard of forerunner of the technique realization of the intelligence IC card prepay fee way, inside place Ci to keep after the electric appliances.Pass control after the electric appliances realization control load of with break, realization speed up a customer to buy an electricity first behind use electricity of function.

The product match GB/T 17215-2002 《 one class with 2 classes static the type's exchanges have a great achievement electric power form 》and GB/T 18460.3-2001 《 IC card prepay the fee sell electricity system 3 part:Prepay fee electric power form 》of all technique request.

Two, work principle

1, work principle diagram

Electric power form from cent press a machine to obtain electric voltage sample signal, the reposition of redundant personnel machine obtain electric current sample signal, Be got the product signal of the electric voltage electric current by multiplication machine, again through frequency transformation creation a frequency and electric voltage electric current product become count of direct proportion pulse, pass cent Pin, drive a step to calculate electricity degree into the electrical engineering.

2, data processing

The electric power calculate vein after light give or get an electric shock Ou matching a machine to send CPU processing, operate saving in saving machine in.From calculator management information system, read and write a machine through an IC card, write in certain electricity quantity and supervision request of IC card importation microprocessor system inside the form, through CPU operation after, provide manifestation and report to the police appearance signal.

3, basic function

A, charge function:Practice expenses to subscribe for to the customer, be the expenses buy after use up have auto send out power failure to jump Zha signal function.

     B, report to the police an electricity quantity can according to need to be establish arbitrarily, be surplus electricity when the quantity attain to report to the police an electricity quantity, carry on sound and light report to the police, have to circumscribe a Far EasTone Telecommunications Co., Ltd to report to the police to connect.

C, adoption industry the class encrypt IC card and defend Ci, anti-electrostatic, watertightness, defend to wear away, a door per card, with each other the impassability use, can't break to translate and the confidentiality be strong.

      D, search function:Passing search card can at any time search current electricity quantity and 9 history record.

      E, defend malice to match Zha to overdraw function:When the electricity quantity use up to jump Zha after, the customer can't pass to move an etc.'s illegal method to match Zha.

  The f, hand move full-automatic circulate:Electricity the quantity use up auto jump Zha, lose electricity empress auto match Zha.

Three, specification model number and technique parameter:

1, specification model number

Specification

Model number
Accuracy grade
Electric voltage specification

(V)
Electric current specification(A)

DDSY483 type
1.0
220
1.5(6), 2.5(10)

5(20), 10, (40)

15(60), 20(80)

2, main technique parameter:

A, basic error margin:

Load electric current
Power factor
Per cent error margin limit(%)

The 0.05 Ib ≤ I<0.1 Ib
1.0
± 1.5

The 0.1 Ib ≤ I ≤ Imax

± 1.0

The 0.1 Ib ≤ I<0.2 Ib
0.5(the empress of the Zhi)      0.8(run before)
± 1.5

The 0.2 Ib ≤ I ≤ Imax

± 1.0

B, electricity parameter(three ratio condition):

Start electric current: 0.4 % Ib   

The achievement consume:Electric voltage circuit<1.0 W, 3.0 VA;

Electric current circuit<1.0 VA

The Qian move:Have the logic defend Qian to move electric circuit

Electric voltage scope:  220 V ± 10%

Work temperature scope:-25 ℃ ~+55 ℃
Drop the electricity data save to store time>20 year

Four, install and usage

   1, electricity at factory through examination qualified, and add printing from lead type, can install usage, such as unleaded or stored to once save long, should please department concerned afresh a school to check to add, square can install usage.

   2, electricity should install at dry well ventilated of place, install electricity of scaleboard should fix at hard fire-proof, not easy vibration of wall up, electricity height about the 1.8 m is or so.

   3, press the diagram a, diagram two install with connect line, Ning tight connect line bolt, and tight solid carry inside knob box conjunction plank.

   4, after with each other feeling machine connecting into type electricity it to show few beards to multiply to change ratio be an actual electric power number.

   5 and 1 watch one card:The customer hold some IC card and can't with each other change, should arrive a power supply section(sell electricity place) to repair to buy 1 while lose.

 6, buy an electricity preparation:Before buying an electricity, customer's beard insert the IC card into the card once, easy to send back a data inside the form a calculator database.

   7, buy an electricity way:Insert the IC card into the IC card to read and write a machine while sell electricity, in the meantime operation calculator, customer's serial number, subscribe for an electricity quantity, report to the police an electricity quantity, limit permit a way and limit permit power's etc. to encrypt to write in IC card.

   8, electricity card usage:Will buy electricity card to insert a card, like this valid buy electricity card, electricity auto read the data into the form inside, LCD(LED) form manifestation hold one by one in order manifestation:Buy an electricity quantity(P 0== XXXX), total buy an electricity quantity(P=XX XXXX), buy electricity number of times(PC== XXXX), report to the police electricity quantity(P 1==XXXX), buy on credit capacity(P 2== XXXX), limit permit power.(F0 X= XX:XX)Pull out the card please appropriate keep.

   9, circulate a manifestation:Electricity circulate process in, by turn manifestation the surplus in the form electricity quantity, total use electricity quantity.

10, super permit to report to the police:Electricity circulate process in, if"report to the police an indicator" fast flicker manifestation, warning customer already super permit to use electricity.Such as should electricity drive constitution for super permit power failure limit to permit a way, super will pull Zha for 3 minutes after permitting to use electricity 30, and pour to account hour manifestation(180) instauration power supply time;Putting card to respond to such as the customer can immediately instauration power supply.

11, hoard capacity:If buy an electricity quantity+surplus electricity quantity>hoard capacity(10000 kWh), then buy electricity quantity not to read go into, display manifestation"surplus capacity" hint, inside card electricity the quantity hold good.

  12, the early warning remind:When the surplus in the form electricity the quantity be small at"report to the police an electricity quantity" of 200%, "report to the police an indicator" flicker(the partition is for 1) manifestation remind a customer to buy electricity, at this time such as the customer put card to respond to, "report to the police an indicator" flicker the partition change into 2, can avoid power failure warning.

13, power failure warning:Such as at early warning remind the customer have never put card to respond to, and constitution super permit to report to the police, when surplus electricity quantity for customer engagement of report to the police an electricity quantity(or this time 10% which buy electricity quantity), the electricity pull a Zha power failure warning, manifestation"pull Zha" hint sign, at this time put IC card on the card once namely instauration power supply.If pull Zha behind can not find this form IC card, can use neighbor's IC card to insert, with the instauration power supply.

14, buy an electricity to remind:When the surplus electricity in the form the quantity be small at"report to the police an electricity quantity", "report to the police an indicator" will be often bright to remind.

15, break down to declare:Surplus electricity quantity manifestation is zero or negative value, manifestation"pull Zha" hint sign, such as the electricity still continue circulate, the customer should immediately buy electricity, and active to power supply section reflection circumstance.

Diagram one shape diagram(unit:Mm)
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Diagram two connect line diagram
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Five, conveyance with store to save

1, form at conveyance with open shouldn't be subjected to violent pound at, and basis GB/T15464-1995 《 instrument appearance packing technique condition 》provision conveyance storage.

2,
Ability form should keep in originally the packing, environment temperature is-25 ℃ ~+55 ℃ , relative humidity not more than 85%, in the air have no causticity air of environment in.Electric power form at shelf top store to save, the whole case fold to put height not more than 5 boxes, the electric power form which dismantle empress the box list packing fold to put height not more than 10.

Six, quality control

Electricity from month with 18 date of factory inside, under the condition that customer obey this manual provision request, lead still integrity, if detection electricity not agree with to match a technique condition provision of request, the manufactory give free fix or replace.






















� EMBED CorelDraw.Graphic.8  ���








[image: image2.wmf]_1183961409

_1059909439.unknown

